JESSE HALL
COLUMBIA, BOONE COUNTY, MISSOURI 65211
RENOVATE 14, 15, & 16C
FOR: THE CURATORS OF THE UNIVERSITY OF MISSOURI
DATE: JUNE 6, 2019
PROJECT NO.: CP191421
CAMPUS FACILITIES
Planning, Design, 
& Construction
Design Services
UNIVERSITY OF MISSOURI
NOTE: CONSTRUCTION LAYDOWN & MATERIAL STORAGE ARE PROHIBITED OUTSIDE OF THE INTERIOR SUITE LIMITS. DAILY MATERIAL AND STOCKING HANG-ON WILL BE LIMITED TO SOUTH ACCESS DOORS AND NORTH/Branch/remove any limits in coordination with Campus Facilities.
PROJECT NOTES: CONTINUED
1. ALTERNATE #1: APPLY WHITE BOARD PAINT AS INDICATED ON PLAN

INDEX OF DRAWINGS

SHEET TITLE

REVISION DESCRIPTION

INDEX OF DRAWINGS

SHEET NUMBER

SHEET TITLE

REVISION DESCRIPTION

ARCHITECTURAL

DESIGN SERVICES

GENERAL SERVICES BUILDING

COLUMBIA, MO 65211

MECHANICAL

DESIGN SERVICES

GENERAL SERVICES BUILDING

COLUMBIA, MO 65211

ELECTRICAL

DESIGN SERVICES

GENERAL SERVICES BUILDING

COLUMBIA, MO 65211

OWNER'S REPRESENTATIVE

DESIGN SERVICES

GENERAL SERVICES BUILDING

COLUMBIA, MO 65211

INDEX OF DRAWINGS

SHEET TITLE

REVISION DESCRIPTION
ELECTRICAL RENOVATION NOTES

1. FORMS
A. INSTALL NEW RECEPTACLES AT APPROXIMATELY 18" ABOV FINISHING FLOOR, MOUNTED ON EXTERIOR WALLS, SURFACE IN WOODWORK OR MDF BOARD RECEPTACLES, OR APPROVED EQUAL. (COMMONLY WALLS IN EXISTING OFFICE ARE MDF BOARD RECEPTACLES, IF NOT AVAILABLE, WOOD RECEPTACLES SHOULD BE USED). INSTALL NEW RECEPTACLES AT APPROXIMATELY 60" ABOV LANDING OR BALCONY, OR APPROVED EQUAL.
B. INSTALL NEW RECEPTACLES AT APPROXIMATELY 10' ABOV BALCONY , OR APPROVED EQUAL. (IF NOT AVAILABLE, WOOD RECEPTACLES SHOULD BE USED). INSTALL NEW RECEPTACLES AT APPROXIMATELY 15' ABOV CEILING, OR APPROVED EQUAL.
C. COORDINATE WITH FURNITURE SUPPLIES FOR CONNECTING EXISTING CIRCUITS TO NEW FURNITURE.
D. INSTALL RECEPTACLES AT APPROXIMATELY 60" ABOV BTHROOM, OR APPROVED EQUAL. PROVIDE LABELLED SIMPLIFIED RECEPTACLE MOUNTED AT 6’ AFF IN LOCATION SHOWN.
E. PROVIDE CONTROL CIRCUIT PATH FROM THERMOSTAT(S), NEAREST, TO RECEPTACLES IN CIRCUITING PATTERN SIMILAR TO SHOWN.
F. PROVIDE DESIGNATED IN-WALL RECEPTACLES AND CIRCUIT FOR PHONETIC/COMPUTER INSTRUCTIONS BEING MOUNTED IN EXISTING LOCATION.

2. INSTALL GROUNDWEARABLE DUALY RECEPTACLES AT APPROXIMATELY 12" AFF, ACCESSIBLE, NECESSARY WORK SURFACE FOR CONNECTING EXISTING CIRCUITS TO NEW FURNITURE AND SUPPLY RECEPTACLES FOR WALLS NOT AVAILABLE.

3. PROVIDE CONTROL CIRCUIT PATH FROM THERMOSTAT, NEAREST, AVAILABLE CAPACITY CONTROL, TRANSFORMER TO RECEPTACLE LOCATION REURED UNLESS AND WHERE NOTED. COORDINATE WITH HVAC AND OTHER WORKING TRADES.

4. INSTALL RECEPTACLES FROM APPROXIMATELY 48" ABOV RECEPTACLE, AND ACCESSIBLE ABOVE WORK SURFACE FOR ALL DATA AND TELEPHONE RECEPTACLES, ACCESSIBLE, AND ASSOCIATED CIRCUIT.

5. CIRCUIT NUMBERS ARE FOR DEMONSTRATIVE PURPOSES ONLY.

6. LABEL NEW RECEPTACLES USING SIMPLIFIED LABELING TAPE WITH 1/8" BLACK LETTERING SHOWING THE PANEL NAME AND LOCATION. POOL equipment retained during demolition.

MISCELLANEOUS:

1. FIRE ALARM:
A. INSTALL DATA & TELEPHONE RECEPTACLES AT APPROXIMATELY 42' AFF, ACCESSIBLE ABOVE WORK SURFACE FOR ALL DATA AND TELEPHONE RECEPTACLES, ACCESSIBLE, AND ASSOCIATED CIRCUIT.
B. PROVIDE DEDICATED 20 AMP RECEPTACLE AND CIRCUIT FOR (SEE DETAIL COVER LABEL E501-3).
C. INSTALL NEW RECEPTACLES AT APPROXIMATELY 18" ABOV FINISHING FLOOR, MOUNTED ON EXTERIOR WALLS, SURFACE IN WOODWORK OR MDF BOARD RECEPTACLES, OR APPROVED EQUAL.
D. INSTALL NEW RECEPTACLES AT APPROXIMATELY 60" ABOV LANDING OR BALCONY, OR APPROVED EQUAL.
E. PROVIDE RECEPTACLE RECEPTACLES FOR REPRESENTATION, RECEIVING EXISTING RECEPTACLE AND NEW RECEPTACLES MOUNTED AT 6’ AFF.
F. PROVIDE DESIGNATED IN-WALL RECEPTACLES AND CIRCUIT FOR PHONETIC/COMPUTER INSTRUCTIONS BEING MOUNTED IN EXISTING LOCATION.

2. DATA & TELEPHONE:
A. INSTALL WIRING & CABLES THROUGH EXISTING RECEPTACLE AND NEW RECEPTACLES MOUNTED AT 6’ AFF.
B. PROVIDE CONTROL CIRCUIT PATH FROM THERMOSTAT(S), NEAREST, AVAILABLE CAPACITY CONTROL, TRANSFORMER TO RECEPTACLE LOCATION REQUIRED UNLESS AND WHERE NOTED. COORDINATE WITH HVAC AND OTHER WORKING TRADES.
C. INSTALL NEW RECEPTACLES AT APPROXIMATELY 48" ABOV RECEPTACLE, AND ACCESSIBLE ABOVE WORK SURFACE FOR ALL DATA AND TELEPHONE RECEPTACLES, ACCESSIBLE, AND ASSOCIATED CIRCUIT.
D. CIRCUIT NUMBERS ARE FOR DEMONSTRATIVE PURPOSES ONLY.
E. LABEL NEW RECEPTACLES USING SIMPLIFIED LABELING TAPE WITH 1/8" BLACK LETTERING SHOWING THE PANEL NAME AND LOCATION.
F. INSTALL NEW RECEPTACLES AT APPROXIMATELY 60" ABOV LANDING OR BALCONY, OR APPROVED EQUAL.

3. OTHER TRADES:
A. PROVIDE DEDICATED 20 AMP RECEPTACLE AND CIRCUIT FOR
B. PROVIDE CONTROL CIRCUIT PATH FROM THERMOSTAT(S), NEAREST, AVAILABLE CAPACITY CONTROL, TRANSFORMER TO RECEPTACLE LOCATION REQUIRED UNLESS AND WHERE NOTED. COORDINATE WITH HVAC AND OTHER WORKING TRADES.
C. INSTALL NEW RECEPTACLES AT APPROXIMATELY 48" ABOV RECEPTACLE, AND ACCESSIBLE ABOVE WORK SURFACE FOR ALL DATA AND TELEPHONE RECEPTACLES, ACCESSIBLE, AND ASSOCIATED CIRCUIT.
D. CIRCUIT NUMBERS ARE FOR DEMONSTRATIVE PURPOSES ONLY.
E. LABEL NEW RECEPTACLES USING SIMPLIFIED LABELING TAPE WITH 1/8" BLACK LETTERING SHOWING THE PANEL NAME AND LOCATION.
F. INSTALL NEW RECEPTACLES AT APPROXIMATELY 60" ABOV LANDING OR BALCONY, OR APPROVED EQUAL.

4. ACCESSIBILITY:
A. NOT USED
B. LIGHTING
C. NOT USED
D. FIRE ALARMS:
E. NOT USED
F. MISC.

5. INSTALL DATA RECEPTACLES AT 10’ AFF FOR PRINTER.

6. INSTALL DATA RECEPTACLES AT 15’ AFF FOR PAX.

7. INSTALL DATA RECEPTACLES AT 15’ AFF FOR PAX.

8. INSTALL DATA RECEPTACLES AT 15’ AFF FOR PAX.

9. INSTALL DATA RECEPTACLES AT 15’ AFF FOR PAX.

10. INSTALL DATA RECEPTACLES AT 15’ AFF FOR PAX.

11. INSTALL DATA RECEPTACLES AT 15’ AFF FOR PAX.

12. INSTALL DATA RECEPTACLES AT 15’ AFF FOR PAX.

13. INSTALL DATA RECEPTACLES AT 15’ AFF FOR PAX.
LIGHTING FIXTURE SCHEDULE

<table>
<thead>
<tr>
<th>MARK</th>
<th>CFT</th>
<th>MANUFACTURER</th>
<th>MODEL</th>
<th>SIZE</th>
<th>MOUNTING</th>
<th>LENS TYPE</th>
<th>LAMPS</th>
<th>LUMEN/RATING</th>
<th>CNR</th>
<th>CFT</th>
<th>VOLTAGF</th>
<th>NOTE/COMMENTS/DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td></td>
<td>LITHONIA</td>
<td>2RTL</td>
<td>2'x2'</td>
<td>RECESSED</td>
<td>LED</td>
<td>3000</td>
<td>82</td>
<td></td>
<td></td>
<td>0</td>
<td>0-10 VOLT DIMMING CAPABLE</td>
</tr>
<tr>
<td>B</td>
<td></td>
<td>LITHONIA</td>
<td>2RTL</td>
<td>2'x4'</td>
<td>RECESSED</td>
<td>LED</td>
<td>3000</td>
<td>82</td>
<td></td>
<td></td>
<td>0</td>
<td>0-10 VOLT DIMMING CAPABLE</td>
</tr>
</tbody>
</table>

Note: Suitable substitution is H.E. WILLIAMS HETL SERIES.