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Demolished old steam

heat exchanger when it 

stopped working
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Callout
Fuel pumps had to remain in service. They serve existing generators.
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Electric water heater installed in SW corner of mechanical room for temporary service to kitchen.  It was drained and left in place at end of project
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Drain line added

at new boiler vent

collar

EndUser
Typewriter
Drain line added

at new boiler vent

collar



EndUser
Line

EndUser
Oval

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Oval

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Oval

EndUser
Typewriter
P

EndUser
Typewriter

EndUser
Typewriter

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Line

EndUser
Typewriter
AERCO Boiler

has a single point

water connection
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Gas regulator piping caused

gas pressure to oscillate which 

did not allow boiler to fire properly.

Gas vent piping was replaced with 

a vent limiting device installed at 

the regulator
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