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February 15, 2024 
 
 
ADDENDUM #2 
 
TO CONTRACT DOCUMENTS FOR: Project CP231262 – Schweitzer Hall Roof 

Replacement 
 
ADVERTISEMENT DATE: January 17, 2024 
 
PREPARED FOR: The Curators of the University of Missouri 

Planning, Design & Construction 
 University of Missouri 
 130 General Services Building 
 (573) 882-6800 
 
CONSULTANT: RMT Roofing & Waterproofing Consultants 
 Attn:  Ryan O’Connell 
 410 Sovereign Court, Suite 18 
 Manchester, MO  63011 
 (636) 391-2185 
 
 
The contract documents for the above noted project and the work covered thereby and herein 
modified. 
 

CLARIFICATION: 
1) CLARIFICATION- Scaffolding erected on the North side of the building must allow 

for all parking to be maintained. 
2) CLARIFICATION - Part 1 General, 1.1 SCOPE OF WORK, 3. The work shall 

include the removal and legal disposal of friable and non-friable asbestos containing 
materials including: Non-friable asbestos: Seven hundred sixty-eight (768) square 
feet of ACM underlayment, including a hot mop-on layer and a nail-down base sheet 
from beneath EPDM. 

 
CLARIFICATION - Please refer to dwg A 1.00 General Quantities ACRM 
ROOFING REMOVAL= 3,000 SQ FT 
 

 
DRAWINGS: 
1) A1.00 – REVISED – See responsibility of Scope of Work 

 
 

END OF ADDENDUM #2 
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